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C-shaped Closed Strip Ceiling




C-shaped Closed Strip Ceiling

C-shaped strip carrier

No.:PGLO1J
Materials:Steel

Surface finish:Galvanization
Height:28mm

Length: 3000mm

Standard thickness:0.8mm

C-shaped strip carrier
hanger

No.:PGLO1JJ
Materials:Steel

Surface finish:Galvanization
Height:100mm

Standard thickness:1.0mm

Perforated panel Plain panel
No.:PCD200T No.:PCD200
Materials:Grade AA aluminum alloy Materials:Grade AA aluminum alloy
Main runner Surface finish:Akzo Nobel Powder coating Surface finish:Akzo Nobel Powder coating
Height:15mm Height:15mm
No.:PGGO1 Length: is equal to or less than 6000mm in length Length: is equal to or less than 6000mm in length
Materials:Steel Standard thickness:1.0mm Standard thickness:1.0mm
Surface finish:Galvanization
Height:38/50mm
Length: 3000mm
Standard thickness:1.2mm
Main runner hanger A
9 M Standard Size: C75mm, C100mm, C150mm, C200mm, C300mm

No.:PGGO1J
Materials:Steel

Surface finish:Galvanization
Height:95/105mm

Standard thickness:1.0mm

Installation Diagram

@MB Bar
(2Main Runner Hanger
(8Main Runner

Main runner connector (@)C-shaped Flat Strip Ceiling
No.:PGGO1L (5)c-shaped Flat Strip Ceiling Hanger
Materials:Steel . - .
Surface finish:Galvanization @C—ShEDEd Flat Strip Ceiling Carrier

Height:41/53mm
Standard thickness:1.0mm

®

M8 bar

No.:PGGO1D
Materials:Steel
Surface finish:Galvanization

L25 wall angle

2 DNO1ISNO

No.:PXL02T

Materials:Grade AA aluminum alloy
Surface finish:Akzo Nobel Powder coating
Specification:25mm x 25mm
Length:3000mm

Standard thickness:0.8mm

W25 wall angle

No.:PXW02T

Materials:Grade AA aluminum alloy
Surface finish:Akzo Nobel Powder coating
Specification:25mm x 25mm x 25mm
Length:3000mm

Standard thickness:0.8mm
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